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CUBER DIMENSIONS
W x D x H

KMD-450M_H
6/11

Item # 13243

MODULAR CRESCENT CUBER

Warranty 
Valid in United States, Canada, Puerto Rico, & U.S. Territories. Contact factory for warranty in 
other countries.
Three Year - Parts & Labor on entire machine.
Five Year - Parts & Labor on: Evaporator.
Five Year - Parts on: Compressor, air-cooled condenser coil.

KMD-450M_H
Item #

Project:

Qty:

Hoshizaki reserves the right to change specifications without notice.

KMD-450M_H
30  x  241/4 x  221/8

*AutoCad available on KCL

• Up to 460 lbs. of ice production per 24 hours

• Ice on beverage design

• Durable stainless steel exterior

• Individual crescent cube

• Protected by H-GUARD Plus Antimicrobial Agent

• CycleSaver® Design

• EverCheck® alert system

• Stainless steel evaporator

• Removable air filters (Air-cooled model only)

• Front air inlet panels available for side-by-side application (used with HS-0230 Kit)

• R-404A Refrigerant

• KMD-450MAH - Not recommended for side-by-side application

* The KMD-450MAH is ENERGY STAR qualified.

®

KMD-450MAH
Air-Cooled

Shown on an optional
Lancer 30” Dispenser

KMD-450MWH
Water-Cooled

*

Also available on Bins:

B-500PF/SF*

*used with separate HS Kit

HS-2129
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MODULAR CRESCENT CUBER

UTILITY CONSUMPTION
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SPECIFICATIONS

Model Number Condenser Amperage
Min. Circuit
Ampacity

Shipping
Weight

5.48 18.9
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OPERAT ING  L IM ITS
• Ambient Temp Range 45 - 100˚F
• Water Temp Range 45 - 90˚F
• Water Pressure        10 - 113psig
• Voltage Range 104 - 127V   

ELECTRICAL & PLUMBING/KMD-450M_H
• 115-120/60/1 (3 wire with neutral for 115V)
• 15 amp Max Fuse/HACR Breaker Size
• 3/8” ODcopper or equivalent independent potable water supply
• 3/4” FPT independent drain connection SERVICE

• Panels easily removed and all components
accessible for service.  

• Removable/cleanable air filters.
(Air-Cooled model only)
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KMD-450M_H
30  x  241/4 x  221/8

KMD-450MAH

4.55 17.89.3 432 126KMD-450MWH

10.0 15A 170 lbs.Air-CooledKMD-450MAH

8.5 15A 170 lbs.Water-CooledKMD-450MWH

• Air-cooled

• Water-cooled

FRONT VIEW (Air-cooled)

SIDE VIEW (Air-cooled)

BOTTOM VIEW (Air-cooled)

BACK VIEW (Air-cooled)

FRONT VIEW (Water-cooled)

SIDE VIEW (Water-cooled)

BOTTOM VIEW (Water-cooled)

BACK VIEW (Water-cooled)


